


2. CERAMIX Mat M1



Main Body

Size(mm) • 450 × 870 × 25

Heat Wire • Silicon Non-Magnetic Field Heat Wire

Length of Heat
Wire

• 5.5m

Power
Consumption

• 84W

Case Material • Suede Fabric

Ceramic

Size(mm) • Ceramic(30) + Micro Ceramic Ball(2)

Main Components • Red Clay(40%) + Jade(40%) + Others(20%)

Amount • Ceramic(12) + Micro Ceraball (60,000)

Color • Brown

Shape • Round Type (mat) NEW CI Carved, Ball Type

Board Size(mm) • 320 x 590

Safety 
Device

Bimetal • 1

Temperature Sensor • 1

Controller

Power • Power ON / OFF Button

Temperature
Control

• 30~65℃(Dial Type), 1℃ unit

Temperature
Display Method

• FND(desired Temperature -> Current Temperature Display

Time Control • Automatic OFF after 12 hours

Time to reach Target Temperature • About 40 Minutes

Inside Material

• Hardwood Charcoal Embedded Fabric
• Befaberia
• Heat-Proof Quilting Fabric (Fixed heat Wire)

Major function
• Multi-Purpose (Stomach/ Back bath/ Etc.)
• Technical Brand : AHPS

Components

Packing Materials

Controller

Manual

Storage Bag

Ploy Bag
Outer Box
(5ea/Box)

Ceramix Mat M1 Detailed Specification
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